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Photo: TENN X KAREN MILLEN

Cutting, punching

Drilling

Sawing, milling -
Laser cutting

Hot bending -
Thermoforming -
PVA pressing -
Digital printing *

Digital printing On request *

Screen printing -

Further thicknesses -
Magnetic from 3 sheets

Cuttings

Flammability ASTM E84 -
Flammability EN13501-1 -

PRODUCT CHARACTERISTICS

Self-
Adhesive

Self-
Adhesive

Self-
Adhesive

PROCESSING

ELEMENTS MIRROR

FLEXIBLE GOLD
D.STR.E.318

11

*own printing test required, samples are gladly provided.

Surface material

Base material

Material thickness             mm     

Temperature resistance

Wet room suitability

Abrasion resistance

Rolled packable 
Carton 480 x 480 mm, lay rolled
goods flat upon receipt

Smallest bending radius      mm

Weight / panel                   lbs.

38” x  38” (980 mm x 980 mm)

PET

HIPS

1.2

until 122 °F

20

~ 2.6

decor side outside, 
max. 6 pcs/carton Silver, Pink Sunset

Gold

FLEXIBLE PINK SUNSET 5X5
COLOR SHIFT

D.STR.E.319

FLEXIBLE GOLD 5X5

D.STR.E.318

FLEXIBLE SILVER 5X5

D.STR.E.321 -Laminate  -Self Adhesive

-Laminate  -Self Adhesive

-Laminate  -Self Adhesive

Available in:

Available in:

Available in:

DIMENSIONS:

Edges of sheets do not line up! Expansion joint required. 


