
 

NEW

NEW

NEW

NEW

-

Cutting

Punching On request

Drilling

Sawing, milling -
Laser cutting

Hot bending On 
request -

PVA pressing -
Digital printing *

Screen printing -

Cuttings

Flammability ASTM E84 On request

Flammability EN13501-1O n request

PRODUCT CHARACTERISTICS
LAMINATE

Self-
Adhesive LAMINATE

Self-
Adhesive

LAMINATE
Self-

Adhesive

PROCESSING

ELEMENTS MIRROR

OCEANO AQUA- 
COLOR SHIFT
D.STR.E.840

OCEANO AQUA - COLOR SHIFT

10

OCEANO ANTHRACITE
D.STR.E.842

OCEANO SILVER
D.STR.E.843

OCEANO PINK SUNSET
COLOR SHIFT

D.STR.E.841

OCEANO BLUE SUNSET
COLOR SHIFT

D.STR.E.844

OCEANO CHAMELEON
COLOR SHIFT

D.STR.E.845

OCEANO ICE BLUE

D.STR.E.846

OCEANO GOLD

D.STR.E.847

OCEANO AQUA - COLOR SHIFT
D.STR.E.841

Due to the pattern, mechanical assembly
(screws, spacers) is generally recommended.
Applications in the ceiling area must be
attached mechanically.

Surface material

Base material

Material thickness             mm	 

Max. relief  height              mm

Temperature resistance

Wet room suitability

Abrasion resistance      Anthracite

Abrasion resistance

Rolled packable 

Smallest bending radius

Weight / panel                   lbs.

PET

HIPS

2.0	 2.24

8.0	 8.24

until 122 °F

1000

~ 12.6	 ~ 14.6

*own printing test required, samples are gladly provided.

-Laminate  -Self Adhesive

-Laminate  -Self Adhesive

-Laminate  -Self Adhesive

-Laminate  -Self Adhesive

-Laminate  -Self Adhesive

-Laminate  -Self Adhesive

-Laminate  -Self Adhesive

-Laminate  -Self Adhesive

Available in:

Available in:

Available in:

Available in:

Available in:

Available in:

Available in:

Available in:

NEW

NEW

NEW

NEW

39” x  102” (1000 mm x 2600 mm)

DIMENSIONS:

Edges of sheets do not line up! Expansion joint required. 


